Gurlesenyil

8-axle semi-lowbed trailer 115 t/5 steering

axles

GENERAL

ID number

Brand

Type
Chassis number

New / Unused

Country of registration

Dimensions

POWERTRAIN
ABS

CHASSIS
Empty weight

Gross weight

TYRES

Tyre size axle 1

Tyre size axle 2

Tyre size axle 3

Tyre size axle 4

E0198002

Gurlesenyil

8-axle semi-lowbed trailer
115t/ 5 steering axles

NPOGLY8V8HA198002

v
NON-EU

1810x300x345

23500 kg
115000 kg

235/75R17.5
235/75R17.5

235/75R17.5
235/75R17.5

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100




AXLES
Number of axles

Drum brake

Suspension axle 1

Suspension axle 2

Suspension axle 3

Suspension axle 4

Suspension axle 5

Suspension axle 6

Suspension axle 7

Suspension axle 8

Lift axle Axle 1

Steering axle Axle 1

Steering axle, Axle 2

Stuuras AS6

Stuuras AS7
Stuuras AS8

SUPERSTRUCTURE

Make superstructure

Dimensions
superstructure

EXCEPTIONAL TRANSPORT

Load bed length

Hydraulic suspension

Hydraulic suspension

Hydraulic suspension

Hydraulic suspension

Hydraulic suspension

Hydraulic suspension

Hydraulic suspension

Hydraulic suspension

Gurlesenyil

Min. 1350 x 300 cm, Max.

1950 x 300 cm

1350

ADDITIONAL INFO

NEW/UNUSED 8-axle semi-lowbed trailer,
Max. gross weight 115000 kg, Tare 23500
kg, Payload 91500 kg, Max. gross weight
per axle 11500 kg, Max. king pin load
23000 kg // Hydraulic suspension, Dual
tyres, Tyre size 235/75R17.5, ABS, Axles
1,2: steering axles, Axles 3,4,5: fixed
axles, Axles 6,7,8: steering axles // Load
bed length 1350 cm, Load bed extendable
to 1950 cm, Load bed width 300 cm,
Shipment dimensions 1810x300x345 cm //
NON-EU VEHICLE, REQUIRES CUSTOMS
CLEARANCE // NO REG. DOCUMENTS



